
Leading Safety Standards           Superior Ease of Use            Reduced Cost of Ownership

The average operational lifespan of 10 years is backed by a 3 year 
warranty and makes your purchase a worthwhile investment.

An overtemperature sensor 
prevents heat-up situations 
particularly valuable in unattended 
continuous operation

Sealed housing, which complies 
with the high protection 
class IP 54, guarantees 
longevity and maintenance-
free 24-hour operation in an 
aggressive environment

Free Hei-Control software 
for all Hei-TORQUE Precision 
models to automate and to 
save all process parameters

Unique Quick-Chuck for immediate 
and convenient “one-hand” impeller 
changing -  without tools

The intuitive touch-panel made 
of glass for easy operation

Newest motor generation for maximum 
power at minimum noise level 
- below 50 db

Reduce process times by utilizing 
unique VISCO JET® impellers for  
mixing gels and other 
challenging media with ease

The sealed panel made of 
glass increases the tightness 
of the entire housing

Increased safety with individual  
performance control:
Set the intensity of the 
starting operation, the 
maximum rotational speed, 
and the maximum torque limit 
according to your application

Safe start and stop of 
operation via slide touch panel 
to avoid unintended stirring

USB and standard RS 232 
interface for documentation 
and reproducibility

Stirring
Powerful
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